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PERFORMANCE SPECIFICATION SHEET

TRANSFORMER, AUDIO FREQUENCY, TF5R21ZZ

This specification is approved for use by all Departments
and Agencies of the Department of Defense.

The requirements for acquiring the product described herein shall consist of this specification sheet
and the issue of the following specification listed in that issue of the Department of Defense Index of
Specifications and Standards (DODISS) specified in the solicitation:  MIL-T-27.

NOTES:
1. Dimensions are in inches.
2. Metric equivalents are given for general information only.
3. Marking shall be on the side of the case.
4. Terminals are spaced the same as "TO-76" transistor and micrologic elements.
5. Terminal one located 45° from centerline, as noted.
6. Primary and secondary electrical values shall be marked as specified in table I, as applicable.
7. The number of terminals shall be as shown in circuit diagrams A and B.

D 8. Shorter lead lengths can be made down to .125 ±.010 inch (3.18 ±0.25 mm) as measured from the moisture
barrier offset.

FIGURE 1.  Dimensions and configurations.

 D    denotes changes

AMSC N/A 1 of 5 FSC 5950
DISTRIBUTION STATEMENT A.  Approved for public release; distribution is unlimited.

INCH-POUND

   Inch    mm
  .002     0.05

  .010     0.25

  .031     0.79

  .035     0.89

  .063     1.60

  .125     3.18

  .260     6.35

  .360     9.14

  .406   10.31

1.000   25.40










